


ELECTRIC TELESCOPIC BOOM LIFTS
 ZT22JE/ZT26JE

Comply with CE/ANSI/CSA Standard

Range of  Mtion ZT26JE

Range of Motion ZT22JE

ZOOMLION ACCESS reserves the right to make specification and/or equipment changes without prior notification.
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 Horizontal Outreach

 Horizontal Outreach

15-625 Foam-filled tireType

Tire

15-625 Foam-filled tire

Weight

Modelo

15-625 Foam-filled tireType

Tire

5.2KW

30KW

ZT26JEModel ZT22JE

Metric ImperialMetric Imperial

300/454kg 660/1000lb300/454kg

5.5km/h 3.42mph

660/1000lb

5.5km/h

45% (24°) 45% (24°)

3.42mph

3.11m 10ft 2in 2.72m 8ft 11in

6.16m 20ft 3in 5.58m 18ft 4in

360°continuous360°continuous

±90°

1.61m

130°(﹣55°~75°)

17600kg 39462lb 13200kg 29101lb

355/55 D625 Foam-filled Tires

36×14-20 Solid Tires

15-625 Foam-filled Tires

385/65-24 Solid Tires

28mph 12.5m/s 12.5m/s 28mph

130° (﹣55°~75°)

5ft 3in 1.61m 5ft 3in

±90°

Size

Performance

Power

Weight

Tire

80V80V

5KW/80V5KW/80V

4.2KW5.2KW

21KW30KW

12V DC12V DC

32 US gal120L 120L32 US gal

28.70m

26.70m

22.1m

11.91m

2.49m

2.82m

2.44m

0.91m

1.83m

2.80m

2.49m

0.41m

94ft 2in

87ft 7in

82ft 6in

39ft 1in

8ft 2in

9ft 3in

8ft

3ft

6ft

9ft 2in

6ft 11in

1ft 4in

24.40m

22.40m

17.9m

10.3m

2.49m

2.76m

2.44m

0.91m

1.83m

2.52m

2.49m

0.41m

80ft 1in

73ft 6in

58ft 9in

33ft 10in

8ft 2in

9ft 1in

8ft

3ft

6ft

8ft 3in

6ft 12in

1ft 4in

Platform Capacity (Unrestricted/Restricted)

Drive Speed (Stowed)

Gradeability

Turning Radius (Inside)

Turning Radius (Outside)

Turntable Swing

Platform Rotation

Tail Swing

Jib Rotation

Max. Wind Speed

Work Height

Platform Height

Horizontal Outreach

A - Stowed Length

B - Stowed Width

C - Stowed Height

D - Platform Length

E - Platform Width

Jib Length

F - Wheelbase

Tread

G - Ground Clearance

Gross

Type

Battery

Charger

Drive Motor

Lifting Motor

Auxiliary Power

Hydraulic Tank


